
Hylas 2 - freedomsat  
74cm Dish Setup Guide 

The below packages are representative of what you will be receiving. 

 

1 x 74cm dish (with arms) 

1 x Dish mount and bolts/washers 

1 x TRIA (transmit and receive) with separate feed horn. 

 

 

  



                                                                                               
 

 
 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 
 
 
 
 
 

• Place the dish face down. 
• Identify the screw holes. 

(Circled in red) 

 Remove the mount from the box 

 Align the screws with Dish   

 Once screwed in it should look 
like this, check that the round 
ends of the screws (on the front) 
are flush with the dish itself.  

 To attach the arms simply screw 
in the two bolts in these holes… 

 Once completed the arms 
should be solid and unable to 
move. Screws should be the 
same as shown here.  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  

 The feed arm will be bolted on 
like this – The four screws will 
be attached with the large and 
small washers. 

 Once the TRIA has been 
attached it should appear like 
the photo to the left. 

 
 
 
 
 
 
 

 Attaching the feedhorn is a 
simple procedure; you simply 
take the two metal clamps and 
secure the horn to the TRIA 
with the supplied washer. 

 There are only the two bolts to 
secure the TRIA to the support 
arm. You will use the large and 
small washer with the bolts. 



 

Changing the polarisation – By default the kit sent to you will be set for right hand polarisation (left 

photograph) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

In the upper photo the TRIA is set to Right 

Hand polarisation (RHCP) 

 

In the lower, this is set to Left Hand 

Polarisation (LHCP) 

 

These two positions are changed by rotating 

the front part attached to the feedhorn and 

aligning the L (for left hand) or R (for Right 

hand) polarisation with the arrow on the 

right side of these photos. 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Support 

Online Ticket System http://62.49.2.48/sitehelpdesk/user/log.asp  
Bentley Walker Support support@bentleywalker.com 
 +44 23 9231 1118 
 www.bentley-walker.com/support  
Current Throttle Status  
Bentley Walker Downloads http://www.bentley -walker.com/support > Customer Area  

 

Product Documentation 

Setup Video  

 

The completed article… 
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